BALL VALVES BONOMI

SCANDINANVIA

3-piece, Hand Lever

K30

3-piece ball valve with lockable hand lever.

Full port.

Mounting pattern according to 1ISO5211 for
automation with pneumatic or electric actuator.

Technical Specification

Body: Stainless steel CF8M

Balll: Stainless steel CF8M

Stem: Stainless steel AlSI316

Hand lever: Stainless steel AlSI304

Bolts and nuts: Stainless steel AlSI304

Ball seats: PTFE

Stem seats: PTFE and FKM

Temperature range: -20...+160°C

Connections: Female threads according to 1ISO228-1
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Dimensions

Type G" 1ISO5211 oD L A C E H | F oB1 B2 PN Kg
K30-1/4" 1/4 FO3/FO4 11,0 64 38 9 69 140 39 9 36 42 63 0,5
K30-3/8" 3/8 FO3/FO4 12,5 64 38 9 69 140 44 9 36 42 63 0,5
K30-1/2" 1/2 FO3/F0O4 15,0 72 42 9 72 140 45 9 36 42 63 0,6
K30-3/4" 3/4 FO3/F0O4 20,0 80 48 9 78 140 54 9 36 42 63 0,8
K30-1" 1 FO4/F05 25,0 85 55 11 90 162 61 9 42 50 63 1,2
K30-1 1/4" 11/4 FO4/FO5 32,0 105 60 11 95 162 74 9 42 50 63 1,9
K30-1 1/2" 11/2 FO5/FO7 38,0 113 70 15 105 188 82 11 50 70 63 2,7
K30-2" 2 FO5/FO7 50,0 132 85 15 122 188 97 11 50 70 63 4,3
K30-2 1/2" 21/2 FO7/F10 65,0 170 109 20 155 233 123 17 70 102 40 7,4
K30-3" 3 FO7/F10 76,0 186 118 20 164 233 139 17 70 102 40 10,1
K30-4" 4 FO7/F10 94,0 226 116 20 168 233 207 17 70 102 40 19,1
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