BALL VALVES BONOMI

SCANDINANVIA

Brass

3830

Mini ball valve with handle
Sandblasted and chrome plated

Technical Features

Body: Brass CW617N UNI EN 12165
Ball: Brass CW614N UNI EN 12164
Stem: Brass CW614N UNI EN 12164
Screw: Steel DD11
Handle: Plastic PA 6,6
Ball seats: PTFE
Stem seals: NBR
Temperature range: -20...490°C
Connection: Female thread acc to UNI ISO 228/1 - G
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Dimensions
Type G" DN oP I L h CH R Kv PN Kg
3830-1/8" 1/8 6 8 8 41 29 21 20,5 4,3 10 0,11
3830-1/4" 1/4 8 8 10 41 29 21 20,5 43 10 0,10
3830-3/8" 3/8 10 8 10 41 29 21 20,5 2,7 10 0,08
3830-1/2" 1/2 15 10 11 46 31 25 20,5 54 10 0,13
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Mini ball valve with handle
Female/male threaded connection

G" DN @P | L h R Ch Kv PN Kg
1/8 6 8 8 41 29 205 21 43 10 0,08
/8 8 8 10 41 29 205 21 43 10 0,08
1/2 10 8 10 41 29 205 21 27 10 0,08
38 15 10 11 46 31 205 25 54 10 0,12
Mini ball valve with screw slot
Female/male threaded connection
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G" DN @P | h ¢Ch L Kv PN Kg
1/8 6 8 8 138 21 41 43 10 0,08
14 8 8 10 138 21 41 43 10 0,08
38 10 8 10 138 21 41 27 10 0,07
1/2 15 10 11 155 25 46 54 10 0,12

Mini ball valve with screw slot

Female threaded connection
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DN OP L | h Ch
6 8 41 8 13,8 21
8 8 41 10 13,8 21
10 8 41 10 13,8 21
15 10 46 11 158 25

Kv
4.3
4,3
2,7
54

PN
10
10
10
10

Kg
0,10
0,09
0,08
0,12
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