
BUTTERFLY VALVES

Threaded, Lever

600000 

Butterfly valve with f/f threaded connection with 
throttling.
The selected internal elements along with its 
structure prevents lime settling.
Designed without internal cavities prevents standing 
fluids.

Technincal Specification
Shut-off pressure: Max 16bar
Connections: Female/female threads according to UNI EN 10226-1 Rp
Body: Brass CW617N UNI EN 12165
Disc: Polymer, PEI (ULTEM 1000)
Stem: Brass CW614N UNI EN 12164
Seat: EPDM
Temperature range: -10...+130°C
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Dimensions
Type
600000-1/2"
600000-3/4"
600000-1"
600000-1 1/4"
600000-1 1/2"
600000-2"
600000-2 1/2"
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600000-4"
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95
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Kv
8,5
17,0
27,0
50,0
82,5
136,5
240,0
340,0
550,0

Kg
0,19
0,25
0,36
0,67
0,88
1,31
3,06
4,67
6,29

PN
16
16
16
16
16
16
16
16
16

I
15,0
16,3
19,1
21,4
21,4
25,7
30,2
33,3
39,3
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DN
15
20
25
32
40
50
65
80
100

Options
600300, Female/male threaded connections
600600, Extended stem suitable for thermic insulated pipes.
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