
ANGLE SEAT VALVES

Stainless Steel

63 

2/2 externally controlled pneumatic valve. The valve 
is normally closed by spring power.
When the actuator is pressurised, it lifts the piston 
and simultaneously the valve head and the valve 
opens.

Technical Features
Shut-off pressure: Max 40bar at 6 bar control pressure, see table
Connection: Female thread 1/2"-2" acc. to DIN ISO 228
Control pressure: 4-10 bar
Temperature range: -40...+200°C at 60°C ambient temperature
Viscosity: 600mm²/s
Body: Stainless steel AISI316L 1.4408
Metallic internals: Stainless steel AISI304 1.4301
Cylinder: Aluminium eller förnicklad mässing
Seat: PTFE
Cylinder sealings: FKM
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Closing with flow direction - suitable for gas
Type
6323/0804/7505-1/2"
6324/0804/7505-3/4"
6325/0804/7505-1"
6325/0804/7108-1"
6326/0804/7505-1 1/4"
6326/0804/7108-1 1/4"
6327/0804/7505-1 1/2"
6327/0804/7108-1 1/2"
6328/0804/7505-2"
6328/0804/7108-2"

Kv m³/h
4,6
6,4
8,4
8,4
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27,0
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45,0
45,0

Kg
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Seat Ømm
13
16
23
23
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29
35
35
43
43

Pressure range bar
0-40
0-20
0-16
0-25
0-10
0-25
0-8
0-20
0-4
0-12
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Closing against flow direction - suitable for liquid
Type
6323/0804/7515-1/2"
6324/0804/7515-3/4"
6325/0804/7515-1"
6325/0804/7158-1"
6326/0804/7515-1 1/4"
6326/0804/7158-1 1/4"
6327/0804/7515-1 1/2"
6327/0804/7158-1 1/2"
6328/0804/7515-2"
6328/0804/7158-2"

Kv m³/h
4,6
6,4
8,4
8,4
21,5
21,5
27,0
27,0
45,0
45,0

Kg
1,3
1,4
1,6
2,3
2,2
3,2
2,5
3,4
3,5
4,6

Seat Ømm
13
16
23
23
29
29
35
35
43
43

Pressure range bar
0-40
0-20
0-10
0-22
0-7
0-10
0-6
0-8
0-3
0-5

Options
All internal part in contact with media in stainless steel 1.4571 AISI316Ti
Normally open execution, NO
Connection with welding ends 
Connection with flanges
Connection with clamps
Double acting pneumatic cylinder
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ANGLE SEAT VALVES

Red Brass
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Dimensions
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T
12
13
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17
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21
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13
15
15
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17
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19
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Type
6323/0804/7505-1/2"
6324/0804/7505-3/4"
6325/0804/7505-1"
6326/0804/7505-1 1/4"
6326/0804/7108-1 1/4"
6327/0804/7505-1 1/2"
6327/0804/7108-1 1/2"
6328/0804/7505-2"
6328/0804/7108-2"

6323/0804/7515-1/2"
6324/0804/7515-3/4"
6325/0804/7515-1"
6325/0804/7158-1"
6326/0804/7515-1 1/4"
6326/0804/7158-1 1/4"
6327/0804/7515-1 1/2"
6327/0804/7158-1 1/2"
6328/0804/7515-2"
6328/0804/7158-2"
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