ELECTRIC ACTUATORS

15 - 350 Nm

BONOIMI

SCANDINANVIA

Technical Features

Enclosure:
Rotation:
Limit switches:

Temperature range:
Electric connection:

VB

Actuator for the automation of ball valves and
butterfly valves.
Mounting pattern according to 1ISO5211.
Torque limiter protects the motor against overheating.
Heating resistor to prevent condensation inside the

actuator.
Manual handhweel for emergency operation.
Visual position indicator.

Self-extinguish technopolymer (VO)
0-90° (standard), 0-180° or 0-270°
2pcs potential free mechanical switches

-20...+55°C
2pcs PG11 connections

Voltage: 12VAC/DC, 24VAC/DC or 100-240VAC (Specify when ordering)

Type VB015 VBO030 VBO060 VB110 VB190 VB270 VB350
Max working torque 15Nm 30Nm 60NmM 110Nm 190Nm 270Nm 350Nm
Working time 0-90° 10s 8s 9s 27s 27s 50s 50s
Voltage 12V AC/DC 12VAC/DC  12VAC/DC  12VAC/DC  12VAC/DC  12VAC/DC 12V AC/DC
Voltage 24V AC/DC 24V AC/DC 24V AC/DC 24V AC/DC 24V AC/DC 24V AC/DC 24V AC/DC
Voltage 100-240VAC 100-240VAC  100-240VAC 100-240VAC  100-240VAC  100-240VAC  100-240VAC
Absorbed power
12V AC 15VA 26,5VA 46VA 26,5VA 46VA 46VA 57VA
12V DC 15VA 22VA 34VA 22VA 34VA 34VA 44VA
24V AC 15VA 24VA 43VA 24VA 43VA 43VA 47VA
24V DC 15VA 17VA 29VA 17VA 29VA 29VA 40VA
100-240V AC 30-46VA 40-48VA 60-72VA 40-48VA 60-72VA 60-72VA 75-96VA
Duty rating ED, 12V AC50% DC75% 50% 50% 50% 50% 50% 50%
Duty rating, 24V AC50% DC75% 75% 75% 75% 75% 75% 75%
Duty rating, 100-240V 75% 75% 75% 75% 75% 75% 75%
Protection IP65 P67 P67 P67 P67 P67 P67
Drilling 1ISO5211 FO3-F05 FO3-F05 FO5-FO7 FO7-F10 FO7-F10 FO7-F10 FO7-F10
Square 1 Tmm 11mm 14mm 17mm 17mm 22mm 22mm
Battery backup - Optional Optional Optional Optional Optional Optional
Positioner *) - Optional Optional Optional Optional Optional Optional
Potentiometer 5kOhm - Optional Optional Optional Optional Optional Optional
Weight 1,4kg 2,3kg 3,3kg 4,9kg 4,9kg 6,0kg 6,0kg

*) Positioner for 4-20mA or 0-10V signal, on request reverse mode 20-4mA or 10-0V
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ELECTRIC ACTUATORS

VB015 - VB350

BONOIMI

SCANDINANVIA

Halbild 1ISO5211 CH

Dimensions

Type

VB0O15 FO3/F05
VB030 FO3/FO5
VBO60 FO5/FO7
VB110 FO7/F10
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VB270 FO7/F10
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