CHECK VALVES

Stainless steel

BONOIMI

SCANDINANVIA

Technical Features

Body:
Disc:
Spring:
Seat:

Temperature range:

Opening pressure:

Stainless steel AISI304
Stainless steel AlSI304
Stainless steel AlSI304

FKM

-20...+150°C
0,025-0,035 bar

Series 05/ 06

Check valve in stainless steel.

Spring loaded disc.

Applications: water (no steam), neutral, gaseous and
non-aggressive, liquid media, mineral oils,
compressed air.

Connection: Female thread according to ISO 228/1
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Dimensions
Type G" DN A B © PN Kg
0521/0602-1/4" 1/4 08 20 56 32 16 0,10
0522/0602-3/8" 3/8 10 20 56 32 16 0,10
0523/0602-1/2" 1/2 15 25 56 32 16 0,10
0624/0602-3/4" 3/4 20 30 67 44 16 0,13
0625/0602-1" 1 25 36 83 53 16 0,19
0626/0602-1 1/4"  11/4 32 45 97 62 16 0,28
0627/0602-11/2"  11/2 40 51 115 78 16 0,39
0628/0602-2" 2 50 63 121 89 16 0,70
0629/0602-2 1/2"  21/2 65 80 141 113 16 1,43
0630/0602-3" 3 80 93 164 132 16 2,09
0631/0602-4" 4 100 120 191 167 16 3,42
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