CHECK VALVES

Brass

BONOIMI

SCANDINANVIA

Technical Features

Body:
Obstructor:
Spring:
Seat:

Temperatue range:

RB-104

Brass check valve with female threads
Spring loaded obstructor.

Brass CW617N UNI EN12420
Polymer (PPS) / POM
Stainless steel AISI303

Viton®

-10...+150°C

Connection: Female thread acc. to UNI EN 10226 - Rp
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Dimensions
Type G" DN I Ch B a@c A PN Kv Kg
RB-104-3/8" 3/8 10 11.4 21 20 27 47 40 1.8 0.08
RB-104-1/2" 1/2 15 15 26 25 34.5 59 40 7.9 0.14
RB-104-3/4" 3/4 20 16.3 32 31 42 65 40 13 0.21
RB-104-1" 1 25 19.1 39 38 49 75 25 19 0.33
RB-104-1 1/4" 11/4 32 21.4 49 48 61 83.5 25 29.5 0.55
RB-104-1 1/2" 11/2 40 21.4 55 54 73 89 16 44.6 0.76
RB-104-2" 2 50 25.7 68 67 87.5 101.5 16 61.3 1.15
RB-104-2 1/2" 21/2 65 30.2 83 83 111.5 121 12 77.5 2.13
RB-104-3" 3 80 33.3 98 98 133 136 12 121.9 3.30
RB-104-4" 4 100 39.3 128 127 163 159 16 189.8 5.85
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